BULLET COMPANY

Bullets Without Equal!

Scirocco”

Pure copper jacket is progressively

tapered to control expansion
development throughout a wide
range of velocities

Polymer tip initiates expansion
and is precisely shaped to
reduce frontal air resistance

Boat tail base profile
reduces drag and

eases seating Advanced secant ogive nose profile

allows high ballistic coefficient

Jacket and core are joined together using
proven Swift bonding technology

Thick base prevents bullet
deformation in high-velocity Long driving band for improved
magnum calibers rotational stability

A-Frame”

A-Frame™ Cross member
positioned to optimize expansion
diameter for each caliber

Semi-spitzer nose profile
designed to withstand recoil
impact in magazine without
deforming

Protected rear core
provides momentum for

: Progressively tapered jacket
deep penetration

controls rate of expansion over
wide range of velocities

Pure lead core bonded to jacket with
Swift proprietary process

Thick jacket locks in
rear core, preventing
deformation and

retaining weight Jacket formed from pure

copper, not alloys

One Thousand One Swift Avenue * PO. Box 27 * Quinter, KS, 67752 « Ph: 785.754.3959 WWW.SWiftbullet.com

= —Swift Rifle, Revolver, and Muzzle Loader Bullet Specifications — =

ca. Scirocco Dia. Wt Profile Sect. Ball ca. A=Frame i Wt Profile Sect Ball
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L 1.270" | L 1.200" |
B0 N~ 308" 165 BTS 248 470 375 -'= 375" 300 AF/SS .305 .325
s e — _||
[ 1.350" ] L 1.270" |
3 308" 180 BTS 271 520 416 = 416" 350 AF/SS 289 .321
L 1.435" | | 1.260" |
338 —— 338" 210 BTS .263 .507 416 “ 416" 400 AF/SS .330 .367

1.393" | 1.405"

ca. A=Frame Dia. Wt. Profile Sect. Ball, 404 423" 400 AF/SS .319 .375

Rifle Bullet (gr) Den. Coef.

1.380" |

25 257" 100 AF/SS .216 .318 458

458" 400 272 258

1.015" |

1.130"

25 257" 120 AF/SS 260 382 458

458" 450 AF/SS .307 .325

1.150"

1.310"
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L 1.115" |
L 1.430" |
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6.5 sm— 264" 140 AF/SS 287 .401
470 475" 500 AF/RN 329 364
L 1.245" |
L 1.280" |
T —— ;
270 S 277" 130 | AF/SS | 242|323
L 1000 . ca. A=Frame D Wt Profile Sect Ball
Revolver Bullet (gr) Den. Coef.
—— A
270 S 277 140 AFISS 261 414
100" ' 44 430" 240 AF/HP .185 .119
270 N 277" 150 AFISS 279 444 T
L 1.230" |
44 430" 280 AF/HP 216 .139
T 284" 140 AFISS 248 335 py—

1.115"

44 430" 300 AF/HP 232 147
Trm I 084" 160 AF/SS 283 .450
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L 1.270" |
-
Tin — 284" 175 AFISS 310493 | 4527 R |, 180129
L 1.365" ] [I— 77, —
30 SRS 308" 165 AF/SS 248 367 45 452" 300 AF/HP 210 .153

1.140 oA

30 308" 180 AF/SS .271 .400

45 452" | 325 | AF/HP .227 A71

1.215"

L 895" —

30— 08" 200 AFISS 301 444
ey , ca. A=Frame  pia Wt Profile Sect Ball
Muzzle Loader (sr) Den. Coef.
8mm # 323" 200 AF/SS 274 357
1z ' 50 _'-. 430" 240 AF/HP 185 .119
B S 023" 220 AF/SS 301,393
L 1.325" I ﬂ
50 - 430" 300 AF/HP 232 147
330 p— 338" 225 AF/SS 281 384
. 1.245" ' '
b_—‘
54 - 452" 265 AF/HP .185 .129
338 % 338" 250 AF/SS 313 427
[ 1.335" |
338 # 338" 275 AF/SS 344 469 54 e 52 325 AFHP 227 153

1.435"

BTS = Boat Tail Spitzer AFISS = A-Frame Semi-Spitzer = A-Frame Flat Nose  AF/RN = A-Frame Round Nose AF/HP = A-Frame Hollow Point



